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MainSeal II is an easy, quick and clean 
system for sealing leaking joints of any 
size on cast iron gas pipes. The system 
is suitable for repair of mechanical joints as 
well as lead yarn spigot and socket joints.  

 

The two-component polymeric compound 
provides a non-classified, non-hazardous, 
external mains injection repair system. 
Incorporating the latest ecologically friendly 
polymer technology, MainSeal II is not 
regarded as dangerous to the environment 
and waste disposal is straightforward.  

 

The product is supplied in a side-by-side 
cartridge fitted with a static mixer nozzle 
and tube it is dispensed using a specially-
designed application gun. Joints can be 
treated by injection through the socket or 
directly through the lead joint face. The 
material comes in two viscosities – low for 
lead yarn joints and high for mechanical 
joints.  

 

The low viscosity and surface tension of 
the initially mixed material give it 
excellent wicking properties. It works in 
either aerobic or anaerobic conditions, 
because the reaction of the two mixed 
components form a firm, flexible 
polymer. Due to the nature of this 
material’s cure time, leakage control 
can be guaranteed and monitored in a 
determined time period.  

Tested to 
GIS/LC12 

Pipe Size 
Recommended Sealant 
Volume (cartridge 400ml) 

3”-6” 1 Minimum 

8”-10” 1.5 Minimum 

12”-14” 2 Minimum 

16”-18” 2.5 Minimum 

24” and above 3 Minimum 


